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Refrigeration Compeonealy

HVLR" D Serial [ Serisi

HVLR - 120

Genel Bilgi

Yatay&Dikey likit tanklan hem yatay hem dikey kullanilabilecek sekilde
tasarlanmigtir. Boylelikle ayni hacim Urlinden hem yatay hem dikey ayn stok
tutmaniz gerekmeyecekdir. Likit tanklar sistemde meydana gelen dalgalanmalarin
karsilanmasinda, genel anlamda sistemin yiiksek basing tarafinda, sivi ile sicak
gaz arasinda bir yastik/tampon vazifesi gérmek, evaporatore sicak gazin gitmesini
onlemek maksadiyla kullanilir bununla birlikte sistem igerisindeki likit'in
dinlenmesini saglamaktadir.

Kullanim Alani ve Ozelligi

Sogutma Unitelerinde kondansatdr ve kompresér arasinda kullaniimaktadir.

Likit tanklar tesisteki sogutucu akiskan miktarina gére ebatlandiriimalichr.

Likit tanklari sogutma gazi depolamasinin gerektigi her tirli sogutma sisteminde,
her turll sogutma gaz! ile kullanilabilir.,

Not

Likit tanklarinda emniyet ventili, giris ve ¢ikis baglantilarina rotolok vana
kullaniimasini dnemle tavsiye etmekteyiz. Likit tanklari CE 97/23/EC direktifine

uygun olarak dretilmektedir.

HVLR - 40

General

Horizontal and Vertical Liquid receivers are designed in such a way that they can be
used both vertically and horizontally. Thus, you don't have to keep in stock two different
liquid receivers (one vertical, and one horizontal) of the same volume.

Liquid receivers are used to compensate the fluctuations in the system, generally at
the high-pressure side of the system. They function as a buffer/cushion between the
liquid and the heated gas. They are also used to prevent the heated gas from going

to the evaporator; besides, they let the liquid in the system refresh.

Uses and Properties

They are placed between the condenser and the compressor in the refrigeration units.
Liquid receivers should be sized in accordance with the amount of the refrigerant fluid

in the facility. They can be used with every kind of refrigerant in every kind of refrigeration
system where refrigerant storage is necessary. .

Note

It is momentously advisable to use safety relief valves in liquid receivers and rotolock
valves in inlet and outlet connections. Liquid receivers are produced in accordance
with the CE 97/23/EC directive. .
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Refrigeration Compoadald

Volume Dimensions /E batlar
MOBE Hackn Da L L1 L2 L3 S Fe Fel Al Al

Lt (mm) (mm) (mm) (mm)  (mm)] (mm)} (mm) (mm) (mm) (mm)

HVLR- 23 23 219 750 160 160 150 4 DMA-182 YMA-219 300 300

HVLR- 30 30 219 920 160 160 150 4 DMA-182 YMA-219 300 300

HVLR- 40 40 273 800 170 170 180 4,5 DMA-249 YMA-273 350 350

HVLR- 50 50 273 1000 170 170 180 4,5 DMA-249 YMA-273 350 350

HVLR- 60 60 273 1200 170 170 180 4,5 DMA-249 YMA-273 350 350

HVLR- 70 70 273 1400 170 170 180 4.5 DMA-249 YMA-273 350 350

HVLR- 90 90 324 1350 220 220 200 4,5 DMA-320 YMA-324 400 400

HVLR- 100 100 324 1500 220 220 200 4,5 DMA-320 YMA-324 400 400

HVLR- 120 120 324 1800 220 220 200 4,5 DMA-320 YMA-324 400 400

HVLR- 160 160 406 1550 250 250 240 6 DMA-406 Y MA-406 430 430

HVLR- 220 220 406 2100 250 250 240 6 DMA-406 Y MA-406 430 430

HVLR- 320 320 508 2000 300 300 280 6 DMA-508 YMA-508 450 450

Connection Parts /Baglanti Parcalan
Connections & Badglantlar
NPT Connections G_Eri;:. J"(;Ikl? Sight Glasses /Gozetlerne Cami CE
MODEL NPT Baglantlar Inside / Qutside

I e b el | e i || 9725 EC | EED
HVLR- 23 1/2"Npt 1 /2"Npt 11/4" 11/4" SW36 230 - 180 CAT Il
HVLR- 30 1 2"Npt 1 2"Npt 11/4" 114" SW36 230 255 180 CAT Il
HVLR- 40 1/2"Npt 1 /2"Npt 13/ 11/4" 13/ 280 - 220 & o CAT Il
HVLR- 50 1/2'Npt  1/2"Npt | 13/" 13/4" 13/4" 280 250 220 f @ CAT Ill
HVLR- 60 1/2"Npt  1/2"Npt | 13/4" 13/4" 13/4" 280 350 220 E m CAT Il
HVLR- 70 1/2"Npt 1 ./2"Npt 13/4" 13/4" 13/" 280 450 220 E § CAT Il
HVLR- 90 1/2°Npt  1/2'Npt | 21/4" 13/ 13/4" 300 375 300 £a CAT Il
HVLR- 100 1/2°"Npt 1 2"Npt 21/4" 214" 13/4" 300 450 300 £ '_% CAT IV
HVLR- 120 1/2°Npt 1 /2"Npt | 21/4" 21/4" 13/4" 300 600 300 ;5 E CAT IV
HVLR- 160 1 2"Npt 1 /2"Npt 21/4" 21/4" 134" 370 440 300 CAT IV
HVLR- 220 1 /2"Npt 1 /2"Npt 21/4" 214" 13/4" 370 700 300 CAT IV
HVLR- 320 1 2"Npt 1 2"Npt 21/4" 21/4" 13/4" 400 620 350 CAT IV






